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1. Introduction

Automatic road-weather forecasting in Denmark started in the early 1990s with the
development of a road weather model (RWM) as a joint project between the Danish
Metorological Institute (DMI) and the road authorities in Denmark. This development
has been justified from the rapidly growing work related to the manual road weather
forecasting by duty meteorologists at DMI. The present report describes the latest de-
velopments of the automatic prediction system for the great number of road weather
locations in Denmark.

Automatic forecasts of road weather conditions has become possible due to the rapid
development of computers in recent years. The RWM forecast tool is a numerical com-
puter model which determines the local energy and moisture fluxes at the road surface.
The final forecast parameters are water and ice/snow on the road surface. In practice
the evolution of road surface temperature, temperature and dew point at 2 m height,
cloud cover and precipitation are also vital parameters in order to forecast whether ice
can be formed or persist on the road surface. This is because these weather parameters
control the energy conditions and moisture evolution on the road. The developed model
has been documented (Sass 1992; Sass 1997).

The weather parameters including precitation, cloud cover, wind , temperature and hu-
midity in the atmosphere are not forecasted by the RWM which computes the local road
conditions. An atmospheric model at DMI, namely the operational numerical weather
prediction model (DMI-HIRLAM) is used to predict the time evolution of atmospheric
weather parameters which are transferred as input to the RWM. In this way the quality
of the road weather forecasts depends on both the DMI-HIRLAM forecast and the RWM
prediction.

Over the years it has become clear from operational experience (Kmit and Sass 1999;
Sass and Petersen 2000) that the quality of the atmospheric weather input to the RWM
is critically important. This feature is specifically addressed in the present report.

In the first years of operational road weather prediction the DMI-HIRLAM and the
RWM were separate models. The RWM received new predicted values hourly from
DMI-HIRLAM. In order to improve the exchange of data between the two models the
RWM has recently been integrated into the framework of the atmospheric model. This
allows in principle for a 2-way interaction between the two systems including use of
observational data from the RWM system (e.g. temperature, dew point at 2m and pre-
cipitation from road weather stations). The new integrated forecasting system is quite



unique in the sense that it is perhaps the first operational system of its kind worldwide.

A brief overview of the new coupled forecasting system is given in section 2. Also meth-
ods to assimilate new data for cloud cover and precipitation are mentioned in order to
highlight the developments related to the use of new data of importance for predicting
the road weather. The new forecasting system has become operational at DMI in Oc-
tober 2003. The potential of the system is illustrated in section 3 by a forecast example
where the atmospheric transport processes are of vital importance for the prediction.
Finally some concluding remarks are presented in section 4.

2. A coupled forecasting system

DMI-HIRLAM (Sass et al., 2002) is the operational atmospheric model for short range
weather prediction at DMI. HIRLAM stands for HIgh Resolution Limited Area Model.
This means that forecasts are made for a limited part of the globe. The new system
combining DMI-HIRLAM and the RWM is called DMI-HIRLAM-R. Figure 1-shows
the model area of the operational DMI-HIRLAM-R covering Denmark and surrounding
areas. It turns out that an area of this size is needed if it is taken into account that the
information from meteorological data may spread over a large distance during 6 hours
or more relevant for road-weather forecasts. Currently the atmospheric prediction is
carried out in a model grid with 40 vertical levels and 82*%92 grid points in the horizontal
directions, with a resolution of 0.15°. At the geographical boundaries DMI-HIRLAM-R
receives the necessary time dependent atmospheric information from a host model which
is another operational model (DMI-HIRLAM-E) using the same horizontal resolution,
but operates on a larger model domain.

Technically, the coupling of DMI-HIRLAM and the RWM means that the RWM operates
as a model component of DMI-HIRLAM. The coupling is active every time step of DMI-
HIRLAM. The virtues of the atmospheric model is that it can transport (advect) heat
and humidity from one location to another. This process is directly linked to ‘changing
weather’ at a given place. ‘

The challenge is to assimilate observational data into the atmospheric model in order
to provide the best possible weather input to the RWM. The DMI-HIRLAM system
is already having an advanced system for assimilating atmospheric observations (Sass
et al. 2002), but efforts are being devoted to assimilate additional new information on
cloud, precipitation and surface data prior to the time of the RWM prediction. The
new observed data are not inserted directly into the atmospheric model at a given time
because the data and the model state are most often not in a complete ‘balance’. The
observations sometimes represent local features which one cannot expect the atmospheric
model to fully represent. Instead there is a risk that a direct insertion of information
into the model leads to undesired unsteady behaviour (‘noise’) in the model. It turns
out to be better to gradually force the model in the assimilation process towards an
analysed state which is a combination of a previous model prediction at analysis time
and available observations. This method of data-assimilation is known as ‘analysis
nudging’. It is adopted in DMI-HIRLAM-R to assimilate a cloud cover analysis, a
precipitation intensity analysis and analyses of near surface temperature and humidity,
using information from the many road stations (~ 370) in Denmark.



The procedure for assimilation of new information is briefly outlined below. For a more
detailed description the reader is referred to Sass and Petersen (2004).

2.1. The data assimilation

The assimilation and forecast is illustrated schematically in figures 2 and 3. Figure 2
illustrates the processes involved, each having a number betweem 1 and 5. The initial
time of the road weather forecast is at Oh. The assimilation run (‘3’) starts 3 hours prior
to the initial time of the RWM.

The DMI-HIRLAM-R is run every hour. The model starts from a combination of infor-
mation from the larger scale operational model (DMI-HIRLAM-E) and the previous 1
hour old run with DMI-HIRLAM-R (step ‘1’). The temperature and humidity variables
at the surface are taken from the DMI-HIRLAM-R model while other variables are taken
from DMI-HIRLAM-E.

The assimilation process is illustrated by ‘3’ in figure 2. At every model hour of the
assimilation it is possible to analyse cloud cover, precipitation and surface variables ‘an
hour ahead’, because observed data are known during the assimlation period from -3 h
to 0 h. Analyses of all variables are determined from a combination of the preliminary
value (‘first guess’) of a previous DMI-HIRLAM-R run and observed parameter values
near to the analysis point (process ‘2’). The first guess is not modified if there are no
observations nearby (see Sass and Petersen 2004). Currently, the observed information
(cloud type, cloud height, cloud cover, precipitation information, temperature and dew
point at 2 metres) are obtained from meteorological synoptic obervations including also
the road-weather stations. It is planned to utilize also high resolution satellite informa-
tion in the future. Analyses at all times of the assimilation period is obtained by time
interpolation of the hourly analyses.

The analysis nudging operates by modifying the time tendencies of the humidity vari-
ables in the model (‘cloud condensate’ and ‘specific water vapor’) by terms which in-
crease with growing differences between analysed cloud cover and precipitation intensity
compared to the corresponding values in the model. Close to the surface, humidity and
temperature tendencies are adjusted as a result of assimilating surface information. In
this way the model gradually approaches the analysed state during the data assimilation
period.

Figure 3 illustrates conceptually how the cloud cover assimilation operates. The coarse
dashed line is an imagined cloud cover of DMI-HIRLAM-E. The finer dased line is the
corresponding time evolution of cloud cover in DMI-HIRLAM-R. The finest dashed line
is the cloud cover evolution during the forecast of the RWM from Oh and later on. The
solid line displays the analysed cloud cover extended beyond Oh to illustrate how fore-
casts deviate from the observed (analysed) values. Figure 3 shows that the cloud cover
of DMI-HIRLAM-R comes closer than DMI-HIRLAM-E to analysed cloud cover during
the assimilation run. During the forecast the additional extra information is gradually
lost and the cloud cover of DMI-HIRLAM-R usually approaches that of DMI-HIRLAM-
E after some time. The figure shows that cloud cover of the RWM has a small advantage
initially compared to DMI-HIRLAM-R, because it starts from the analysed cloud cover
valid at the position of the road station site. Details of the cloud analysis and nudging






